
	Mrs. De Salinas

	16 The Gateways

	Sprimont Place

	London

	SW3 3JA

	



18th May 2007
ESTIMATE 


Further to our recent site survey, please find herewith our quotation to supply and lay carpets at the above mentioned address as detailed below.
Reception room, two bedrooms, hall, stairs and landings.
To supply Devonia Plains 80% wool 20% nylon carpeting,

5 metre wide, Colour to confirm @ £32.95 per square metre,

42oz Felt underlay & Paperfelt Interliner to be laid beneath,

Fitting to same by gripperods installation,

Supply & fix four solid brass doorbars,

Supply Coir Matting – colour Natural to entrance (0.61m deep x 0.92m wide),

Areas to be clear at time of installation,

For the sum of: -

Inclusive of VAT @ 17.5%          £ 4,475.00
Alternative

Reception room, two bedrooms, hall, stairs and landings.
To supply Tudor Twist 80% wool 20% Polypropylene carpeting,

5 metre wide, Colour to confirm @ £22.00 per square metre,

42oz Felt underlay & Paperfelt Interliner to be laid beneath,

Fitting to same by gripperods installation,

Supply & fix four solid brass doorbars,

Supply Coir Matting – colour Natural to entrance (0.61m deep x 0.92m wide),

Areas to be clear at time of installation,

For the sum of: -

Inclusive of VAT @ 17.5%          £ 3,425.00
Continued on next page.

Continued from previous page.

Further alternative

Reception room, two bedrooms, hall, stairs and landings.
To supply Hardwick Royale Twist 80% wool 10% Nylon 10% Polyester carpeting,

5 metre wide, Colour to confirm @ £19.50 per square metre,

42oz Felt underlay & Paperfelt Interliner to be laid beneath,

Fitting to same by gripperods installation,

Supply & fix four solid brass doorbars,

Supply Coir Matting – colour Natural to entrance (0.61m deep x 0.92m wide),

Areas to be clear at time of installation,

For the sum of: -

Inclusive of VAT @ 17.5%          £ 3,200.00
Kitchen.
To supply Karndean Renoir Vinyl Tiles 305mm x 457mm,

Colour Travertine Sandstone TT34 @ £30.50 per square metre,

3mm Latex Screed to be laid beneath to prepare sub-floor,

Fitting to same by stick down installation, using approved adhesive,

For the sum of: -

Inclusive of VAT @ 17.5%          £ 900.00
Please Note

The wooden sub-floors need attention on the first floor as discussed on site.

The kitchen has had a latex screed laid over the original quarry tiles, and this screed seems to be okay. Laying latex screed over a quarry tiled floor can have complications, sometimes the screed can blow and become unattached to the tiles and break up. This screed seems secure and therefore we have quoted to lay another coat of screed to improve the floor level.

The most reliable way to cover this floor however, would be for your builders to take up the quarry tiles and lay a new screed . 

During our site survey it was noted that the kitchen door may require trimming to allow sufficient clearance for the new vinyl tiles and screed
We trust the above meets with your approval and look forward to receiving your further instructions in due course.

Yours sincerely

Paul Southam

Payment terms: 

50% Deposit with order / Balance to fitter on day of installation or 28 days from date of order if fitting delayed at customer’s request.

Order subject to terms & conditions printed overleaf.


