301 Munster Road

Fulham

SW6 6BJ

Tel Nr:
020-7381-1989

Fax Nr:
020-7385-4006
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DESIGNS FOR FLOORS

I.





	Dido Farrell

	PO Box 100

	Watlington

	Oxfordshire

	OX49 5XR

	


19th November 2007

ESTIMATE
Dear Dido,

Re:  Flat H – 70 Eaton Square, SW1W 9AS 

Further to our recent site survey, please find herewith our quotation to supply and lay vinyl at the above mentioned address as detailed below.
Reception room, study, bedroom, bathroom, hallway & cupboards (98 sq. metres).
To supply Wilton Collection Brussels 100% wool carpeting,

4.50 metre wide, Colour Ivory £58.68 per square metre,


  £5,750.64
Combi-Felt crumb rubber & felt underlay,




     £532.34

Paperfelt to be laid beneath,





       
       £38.30
Fitting,

 







     £819.49

Gripperods,








       £80.85
Supply & fix  two Solid Brass doorbars,




       £59.57

Seaming charge & seam other doorways,



                   £63.83
Areas to be clear of furniture at the time of installation,

Uplift and dispose of existing carpet and underlay


                 £170.21
  £7,515.23 
                                                                              VAT @ 17.5%

  £1,315.17       

  £8,830.40

Optional extra

To silicone seal the gaps between the skirting boards and floor to help prevent updraught soiling,

For the sum of: -                        

                 


     £480.00   

 




                VAT @ 17.5%
                    £84.00                 
                        
                           
  




      £564.00  

Continued on next page

Continued from previous page

Please Note

During our site survey it was noted that some doors would require trimming to allow sufficient clearance for the new carpets and underlay. The carpet fitter cannot undertake this work and it is therefore the customer’s responsibility to ensure that the doors are trimmed prior to carpet installation.

For your information we enclose a leaflet of a local door cutting service.

There will be joins needed we can discuss the exact whereabouts.

The floors are not level and I would recommend the builders fixing the existing floorboards and then laying 6mm plywood.

The updraught soiling is very bad, either ourselves or the builders will need to take preventative measures.

We trust the above meets with your approval and look forward to receiving your further instructions in due course.

Yours sincerely

Paul Southam

Order subject to terms & conditions printed overleaf.
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