Bathroom, Part Hall and Remedial Work in Kitchen
To supply Amtico Vinyl Tiles Woodstrip Range, Colour: Priory Oak, Tiles to be 6” x 36”,

6mm Plywood to be laid beneath to prepare timber sub-floor,

6mm Latex Screed & F76 HP Surface DPM to be laid to prepare solid sub-floor,

Fitting to same by stick down installation, using approved adhesive,

Supply & fix anodised brass doorbars as necessary,

Supply & fix anodised brass Nosing at top of Cellar stairs,

Supply & fit new Coir Mats at Front and Back doors.

Uplift & dispose of existing materials where necessary,

Please Note

· The fitters do not trim doors, therefore please ensure all doors are trimmed to the correct height prior to the installation.

· It should be borne in mind that a perfect finish cannot be guaranteed with regard to the remedial work and that the appearance and finish of the tiles may have changed since the original tiles were installed. Remedial work will be carried out in accordance with instructions agreed during our visit to site on 15th April 2010.

Fitting Dates
19/5 (pm), 20/5 & 21/5
£985.00 Deposit paid by MasterCard on 22/04/10
£985.00 Balance payment to be charged to same card on 1st day of installation or 1 month after order placed if the installation is delayed at the customer’s request.
