	[image: image1.png]



	[image: image2.jpg]B | mrcarpet

. DESIGNS FOR FLOORS







308 Worple Road
Raynes Park

London
SW20 8QU
Tel Nr:
020-8947-7522
Email: raynesbranch@mr-carpet.co.uk

	Mr & Mrs G Partridge
5 Stratton Road

	Merton Park

	SW19 3JG

	

	


19th October 2023
Revised Quotation – R19261
Landing & Stairs (Stairs to be fitted as 60cm wide taped edge runner)
To supply Nepal – Patna, 100% Undyed Wool carpeting, 4 metre wide, Colour: PAT-324 

@ £46.80m² (Reduced from £52.00m²)

Homemaker Luxury 10mm PU foam underlay & Paperfelt to be laid on landing,

Heavy Duty Rubber underlay to be laid beneath stair runners,

Fitting to same, re-using existing gripperod fixings on the landing,

Supply & fit new gripperods to stair runners,

Existing Doorbars to remain at all doorways,

Stairs to be fitted as 60cm wide runners with Cotton Tape, Colour: HB3235 sewn on both sides (with approx. 5cm tape visible on the surface). 

Price for uplift & disposal of the existing landing carpets & underlay shown separately below*
*If the existing landing materials are to be removed by others beforehand please ensure that the gripperod fixings are left in situ as we have allowed to re-use them
Normal Retail Price

 £1,939.90
Less Promotional Discount 

-£    86.32
Discount Price (Valid to end of current month)
  
 £1,853.58

OPTIONS

Uplift & dispose of existing carpets & underlay on landing only
+ £28.00
Supply & fit Standard Aluminium or Anodised Brass doorbars 
+ £8.00 each

Supply & fit Premium Polished or Satin Ali doorbars 

+ £35.00 each

Change underlay on landing to 42oz Felt

- £37.92 (saving)

Change runner edging from taped to whipped edge
- £244.80 (saving)
All prices include VAT @ 20%

Please Note

Door trimming – It is sometimes necessary to have doors trimmed prior when new carpets & underlay are installed. Our fitters do not trim doors, therefore please ensure that all doors have sufficient clearance for your chosen carpet & underlay prior to our arrival (samples of the carpet & underlay can be provided upon request)
Cont.
Cont.
Please Note (Cont..)
Scotia Beading (Runner to landing junction) – In order to create a good finish between the stair runner & the fully fitted carpet on the landing please remove the scotia beading from under the nose of the landing and make good prior to decorating the stair edges (as pointed out during our survey)

Scotia Beading (Runner to hall junction) – In order to create a good finish between the stair runner & the existing timber flooring in the hallway, please remove the scotia beading fitted around the bottom step prior to decorating and reinstate to either side of the runner once fitted(as pointed out during our survey)

Stair runner installation – During the stair runner installation there is a possibility that some cracks / chips may appear in the exposed paintwork (especially if the staircase has been recently filled / painted). This is because the staircase is a timber construction & as such is subject to movement caused by vibrations when the fitter nails the gripperod fixings in place & also when they bolster the stair runners into the gripperod gully which has to be done with a reasonable amount of force to ensure the carpet is secured correctly. Unfortunately, this is unavoidable and we cannot be held responsible for any redecoration works that may be required as a result of the installation 
Quoted Prices - Due to increasing raw material & transportation costs, we are experiencing a much higher frequency of price increases from our suppliers, therefore we can only guarantee the prices quoted until the end of the current month, thereafter they may need to increase in line with manufacturers price increases
Payment terms

50% Deposit payable with order & balance due 48 Hours before 1st day of installation (or 1 month after order placed if the fitting is delayed at customer’s request).

Order subject to terms & conditions printed overleaf
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