Kitchen & Utility Room

Take up & dispose of 2 layers of the existing rubber flooring & 1 layer of 6mm plwood,

Fit new 6mm plywood, prime with P131 neoprene primer & apply a 3mm coat of Stopgap 700 Flex Fibre reinforced latex screed over the top to prepare the floor ready to receive Karndean flooring,

Supply & fit Karndean - Opus Stone Luxury Vinyl Tiles (610mm x 457mm), Colour: SP213 Urbus with 5mm – AF05 feature stripping laid in between each tile (as per Karndean’s brochure)

Fitting to same by stick down method using Karndean Universal adhesive,

Move Washing machine & fridge / freezer as necessary during the installation,

Supply & apply clear mastic sealant to perimeter where necessary,

Existing wood ramp threshold to remain at hall doorway,

Areas to be clear of furniture & personal belongs at time of installation,

Please Note

The fitters do not trim doors, therefore please ensure all doors are trimmed to the correct height prior to the installation.

As discussed the plinths on the kitchen units will need to be removed during the installation & they may require trimming before they can be re-fitted. Unfortunately we are unable to undertake this additional work however we would be happy to recommend you to a company that can do this for you at an additional cost should it be required.
Fitting Dates
Monday 1st – Friday 5th August 2016
£1,862.50 Deposit paid by MasterCard on 17/06/16 with thanks,
£1,862.50 Balance payment to be charged to same card on 1st day of installation or 1 month after order placed if the installation is delayed at the customer’s request.
