Kitchen, Utility Room, WC, Hallway, Top floor bathroom & En-suite bathroom

To supply Karndean Van Gogh 2.5mm gauge LVT floor covering, 

Plank size (48” x 7”) Colour: VGW85T French Oak,

Supply & apply neoprene primer over builder’s preparation to all areas,

Supply & lay Stopgap 1200 Pro latex screed to Kitchen Utility Room & WC

Supply & lay Stopgap 700 Flex screed over builder’s plywood to hallway & bathrooms

Supply & fit Polished Brass stair nosing between hall & basement stairs,

Supply & fit Premier 9mm ramp, Colour: Polished Brass at doorway between hallway & kitchen,

Fitting to same by stick down installation, using approved HT adhesive,

Supply Coir matting, Colour: Natural to entrance matwell (103cm deep x 96cm wide),

Supply & fit CAT B6.5 Polished Brass trim between hall vinyl tiles & Coir mat,

Areas to be clear of furniture & other trades at time of installation,

Please Note

The fitters do not trim doors, therefore please ensure all doors are trimmed to the correct height prior to the installation.

It is understood that your builder has extend the plywood that he has laid in the hallway so that it meets the edge of the stairs leading to the basement.

It is also understood that your builder has installed a suitable manhole cover for us to fit the vinyl tiles up to

Fitting Dates
Monday 4th – Saturday 9th July 2016
£2,699.50 Deposit paid by VISA Debit on 09/06/16 with thanks,
£2,774.50 Balance payment to be charged to same card on 1st day of installation or 1 month after order placed if the installation is delayed at the customer’s request.
