Cinema Room

To supply Rutland Twist ‘50oz’ 80% Wool / 20% Synthetic carpeting, 5 metre wide, Colour: RUT50C14,

Contract PU foam underlay to be laid beneath & carpet to be adhered on top by durafit method (to aid with access to the maintenance hatch in the floor),

Fitting to same by gripperods installation,

Secure gripperods to solid floor on lower section, using fast set adhesive as necessary,

Supply & fit satin brass doorbar at doorway with wood floor,

Carpet & underlay to be cut around perimeter of maintenance hatch to allow for access,

Carpet & underlay to be turned under nose of each platform & fixed in place, builders to then install LED rail on vertical aspect of platform below the turned carpet & underlay, separate section of carpet to be stuck to vertical aspect of each platform below LED rail,

Areas to remain clear of furniture at time of installation.

Please Note

The fitters do not trim doors, therefore please ensure all doors are trimmed to the correct height prior to the installation.

It will be necessary for a builder to work alongside our carpet fitter on the day of installation to fit each LED rail after our fitter has fitted the carpet & underlay to each platform. This is necessary as the exact fixing location of the LED rail can not be determined until the carpet is fitted. It is also necessary as our fitter will not be able to fix the carpet beneath the nose of the platform with the LED rail already in situ.

It is understood that the noses of each platform will be rounded to ensure the carpet & underlay can turn beneath & fix under the nose as best possible, this will also ensure the carpet & underlay will not wear prematurely at this point.

Fitting Date
Wednesday 14th December 2016
£926.50 Deposit paid by BACS Direct Transfer on 25/11/16 with thanks,
£926.50 Balance payment due 48 hours before 1st day of installation or 1 month after order placed if the installation is delayed at the customer’s request.
