Kitchen & Sauna Room

Supply Designatex Felt backed Vinyl flooring, Colour Manhattan Limestone,

Uplift & dispose existing vinyl flooring in kitchen (2 layers) 

Fit new vinyl by perimeter fix installation over top of existing plywood,

Apply White Mastic sealant to the perimeter where possible

Please Note: the existing mastic applied in the kitchen is very thick and although we will try to clean off the existing mastic before applying the new mastic we cannot guarantee a perfect result. The vinyl will be fitted just under the fronts of the 2 appliances in the cupboard (as existing)

Bathroom & Shower

Supply Designatex Felt backed Vinyl flooring, Colour Chalk White Oak

Uplift & dispose of the existing vinyl flooring in both areas,

Fit new vinyl by perimeter fix installation over top of the existing hardboard,

Apply White Mastic sealant to the perimeter where possible,

Bathroom & Shower room – Extra Floor Preparation
Supply & fit 6mm plywood floor preparation over top of existing hardboard to limit the uneven floorboards showing through the vinyl

Please Note

The fitters do not trim doors, therefore please ensure all doors are trimmed to the correct height prior to the installation.

Fitting Date
Monday 12th December 2016
£1,408.06 Full payment due within 30 days of installation or 1 month after order placed if the installation is delayed at the customer’s request.
