Kitchen & open plan dining area 
Supply Moduleo Select Dryback vinyl tiles, Colour Classic Oak 24125 (Plank Size: 196mm x 1320mm x 2.35mm),

Patch fill holes in existing concrete sub-floor using Ardurapd 45 rapid set repair mortar,

Supply & lay 1 x 5mm coat of Stopgap 1200 Pro latex screed to prepare sub-floor,

Fit Dryback LVT tiles by stick down installation using approved HTA adhesive,

Supply & fit Premier trim ramp (Exact type / size & finish TBC) on the kitchen side of the double doors to hallway where the new LVT tiles will meet the existing tiled floor in the hallway (NB: The hall flooring will be higher than the kitchen flooring)

Areas to be clear of furniture & appliances at time of installation.

Please Note

Hot water pipes – During our survey we noted that the central heating pipes under the existing concrete floor are very close to the surface, so much so that the heat from these pipes could be felt on the surface of the concrete. Please be aware that LVT flooring is prone to discoloration if the sub-floor temperature is too hot, therefore there is a high possibility that this type of flooring will discolour overtime where the pipes are located.

Removal of existing sub-floor - As discussed on site to ensure a satisfactory finish around the perimeter, please instruct your builder to cut back any of the existing plywood and chip away any of the existing concrete that is protruding from underneath the skirting boards or from under the kitchen plinths prior to the new flooring installation.

Skirting boards – As discussed during our survey the existing skirting boards have a significant gap underneath them following the removal of the existing flooring by your builder. The selected LVT flooring & proposed sub-floor preparation will not bring the finished height of the new flooring up to meet the skirting boards so a gap under the skirtings will still be visible, therefore we recommend that you instruct your builder to fit a Scotia beading at the bottom of the skirtings to cover the remaining gap once the new LVT flooring has been laid. The scotia beading can then be filled & painted to match the skirtings boards (The cost of the scotia & any associated works are not included in this order).

Felt pads – We recommend applying felt pads (purchased separately) to all furniture legs to prevent the floor from scratching & we also recommend that suitable barrier mats be placed at all exterior access points to reduce scratching / soiling.

Installation Dates
Wednesday 13th – Friday 15th January 2021
£1,351.82 Deposit paid by VISA Debit on 19/12/2020
£1,351.82 Balance payable 48 hours before 1st day of installation 
(or 1 month from the date of order if the fitting is delayed at the customer’s request)

