Stairs only from ground floor to first floor & first floor to 2nd floor (Existing laminate to remain on landings)

To supply New England, 100% polypropylene ‘Faux Sisal ’Flatweave’ carpeting, 

4.00 metre-wide, Colour: Woodstock NE6022 (Herringbone design) 

Heavy duty PU Foam underlay to be laid beneath all stair runners,

Fitting to same by ‘short pin’ gripperods installation,

Stairs to be fitted as 60cm wide runners with edges bound with Cotton tape, Colour: Pickle, sewn on both sides of stair runner with approx. 5cm of tape showing on surface (as per showroom samples) *,

*Winding stairs to be templated on site to maintain an equal 8cm gap at sides to match 60cm runner width

Please Note

Stair runner installation – During the stair runner installation there is a possibility that some cracks / chips may appear in the exposed paintwork (especially if the staircase has been filled before being painted). This is because the staircase is a timber construction & as such is subject to movement caused by vibrations when the fitter nails the gripperod fixings in place & also when they bolster the stair runners into the gripperod gully which has to be done with a reasonable amount of force to ensure the carpet is secured correctly. Unfortunately, this is unavoidable and we cannot be held responsible for any redecoration works that may be required as a result of the installation 
Installation Dates:- 
Phase 1 – template runners – Friday 15th November 2024

Phase 1 – install runners – Thursday 21st November 2024

£1,471.75 deposit paid by BACs on 29th October 2024
£1,471.74 Balance due 48 hours prior to installation (or 1 month after order placed if installation is delayed at customer’s request)
